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FEATURES

= The station gives loud-speaking hands-free duplex communication from any location in the room
- no one needs to leave their duty and all present staff can follow the conversation

= High quality intercom station designed to meet the standards of demanding hospital of L e " .
environments S egentee ¢

= Excellent sound quality with 3” loudspeaker and ultra-sensitive electret microphone :

= Hygienic, easily to clean and sterilize white Mylar covered faceplate

= Splash protected when flush mounted

= Fully equipped master station with access to all STENTOFON AlphaCom E features

= Four programmable Direct Access buttons for functions and direct calls to stations and
telephones inside and outside the system

= LCD display with backlight for call and status information

DESCRIPTION

The Operation Room Master Station can be flush or surface mounted using tailored back boxes. The station
is designed for ease of operation and excellent voice quality. The front is designed for use in hospital O O
operating theaters and other clean rooms, the Mylar cover eliminates crevices and allows easy wipe-down
sterilization. The surface tolerates all common washing and sterilization detergents.

Pre-programmed direct call buttons allow instant contact with for instance labs, radiology and doctors for
urgent consultation. The station will operate on all STENTOFON AlphaCom E systems and gives users the
quality and reliability required in critical situations. The STENTOFON AlphaCom E is an advanced system
with a high level of flexibility, audio quality, system management and supervision. Integration with other
security and communication systems like access control, alarms, CCTV, public address and telephone
systems is a key feature.

SPECIFICATIONS

Face plate Aluminum covered with Bonded Mylar
Neoprene gasket against back box

Call buttons 10 Digit buttons, 0-9
4 Direct Access Keys (DAK), D1-4
M (manual) and C (cancel)

Mounting Flush mount back box, 100 0602 000
Surface mount back box, 100 0603 000

Temperature 0 to +40°C environment

Humidity 10% - 85% RH

Frequency range 300 - 5000 Hz
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Ring Communications (UK) Ltd. oc e DESCRIPTION SHIP WEIGHT

Tel: 01353 865568 1007036600 ORMaster Station with Display 0.7 kg
1000602000 FlushMount Back Box
1000603000 Surface mount back box

OR MASTER STATIONDISPLAY

Qutput power TW

Loudspeaker 3",1.6W

Microphone Electret

Indicator Red LED for active station
Display Two lines, 16 charactersdD

Backlight with external 12@Bupply

Connectors Line:RJ45
Display backlight: Screw terminals

Cable requirements 2 pair 0.5 mmM(#22 AWG) for line
1 pair with 12V Dfor display backlight
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Keyhole mount
4.5 mm screw
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ORDER NUMBER DOC NO . @
1007036600 A100K10324 v.2.0 Sales@ringuk.com

STENTOFONproducts are developed and marketed by Zékitelay AS. The company’s Quality Assurance System is certified to meet the requirehfeft I509001:2002. ZENITEL NORNVAY AS reserves the right to modify
designs and alter specifications without prior notice, in pursuance of a policy of continuous improvement. © RRe@ZeAtel




