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5 x IP Clean Room Laboratory Stations to 2 x Desk/Wall Station E-Mail sales@ringuk.com

Web: www.ringuk.co.uk

Laboratory 1 Laboratory 2 Laboratory 3 Laboratory 4 Laboratory 5

Clean Room Station Clean Room Station Clean Room Station Clean Room Station Clean Room Station

CAT 5E/6 Cable, Max 100mtr CAT 5E/6 Cable, Max 100mtr
CAT 5E/6 Cable, Max 100mtr CAT 5E/6 Cable, Max 100mtr

Prep Room

One to One call, Dial stations number required Stores
All Call, Dial 85, wait for Ding Dong, Then press and
hold “M” key while talking. 0000000000000
Press “M” to answer an incoming call if receiving
station is not set to auto answer. 60000006 00000000
4 DAK Keys (Direct Access Keys) can be set for auto
calling or features like all call.
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Enclosure for Power
RJ45 Wall RJ45 Wall

Mains supply Supply and POE | Vsocket Socket
Switches |

Note:
Flush Stations should not be mounted back to back on the same wall, they should be
mounted at least 1 metre apart and more if possible.

If flush back boxes are being used please refer to installation drawing supplied with
backbox, or on our web page: https://intercom.ringuk.co.uk/wp-content/uploads/sites/8/
2021/11/Mounting-AlphaCom-Flush-Back-boxes-to-Plaster-board-covered-walls-no-
Footer.pdf

CAT 5E/6 Cable, Max 100mtr
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